
MW-MLD-HP-3xx-LENS high power LED module

 Features:
- Advertising boxes with a depth of 60 mm
- Built-in lens 165° 
- High efficency 100lm/W
- IP 67  level degree
- Internal current stabilization (CCT)
- Injection molded
- Built-in heat sink plate 
- 3rd MacAdam's Ellipse
- 5 years warranty
- Chain of 25 pcs.

         

Photos:

         Models:

MW-MLD-HP-3W-LENS

MW-MLD-HP-3CW-LENS
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MW-MLD-HP-3xx-LENS high power LED module

xx = W, CW, 

Power

Rated voltage 12Vdc +/- 5%

Power consumption 1.8W

Current consumption of one
module 0.15A

LEDs

Dimensions of LEDs 2835

Number of diodes in module 3

Color of Light
W-white (6000-8000K), typ 7000K

CW- cold white (10000-14000K), typ. 12000K

Flux
W: 155-170lm

CW: 150-165lm

Beam angle 165° 

Lifetime Over 50 000 h

Wires

Wire length 160 mm

Wires designation White & Red (+)
White (-)

Ogledłość między środkami
modułów 245mm

Number of modules per 1 m 4 pcs.

Chain 25 pcs.

Properties
Protection IP 67

Working temperature Environment: -25°C ... +55°C
Storage: -40°C ... +65°C

Dimensions Height, width, length 5.7 x 19 x 84,2 mm

Montage

Bonding Yes

Screwing Yes

Hole size M3

Inne

Housing material ABS

Packing Bag- 100 pcs.
Box - 1200 pcs.
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MW-MLD-HP-3xx-LENS high power LED module

       Dimensions:

         Light distribution angle                          
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